
• Prints pinhole free solids

• Optimal ink release 

• Excellent caliper consistency

The Printer’s Choice For Uniform
Nip Pressure And Incredible 
Dot Fidelity

MacDermid Polycell 2 polymer printing blankets are
proven performers that consistently offer printers the
optimal ink release they need to handle multiple
applications.

Our Polycell 2 blankets are not only versatile, they are
built on a volume compressible carcass fused to a buffed
rubber surface which enables you to deliver sharp,
consistent print quality every time. MacDermid Polycell 2
blankets are also durable and smash resistant.

For versatile blanket technology that provides uniform
nip pressure and top of the line dot fidelity, count on 
the company that says “Yes We Can.” MacDermid.

Key Features

Polycell 2 
Offset Blankets
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Segments

Coldset

Heatset

Sheetfed

Continuous Form
and Envelope



Polycell 2 
Offset Blankets

For more information, please contact us at:

5210 Phillip Lee Drive, Atlanta, GA 30336 
Phone: 800.348.7201 or 404.696.4565 

www.macdermid.com/printing
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It takes more than innovative, high performance products 
and superior technical service to help our customers 
compete and win in today's global marketplace. It takes 
a total commitment to understanding their needs 
and the ability to provide the right solutions—every time.

When success is your only goal, trust the company that says 
“Yes We Can.”
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Technical Specifications

General

Applications: Sheetfed, heatset, and 
non-heatset low-speed 
web, forms

Ink: Conventional

Color: Light Green

Blanket construction: Volume compressible,
polycell

Surface: Buffed

Hardness: 79 Shore A

Gauge Specifications

3-ply: Nominal 0.067 in. +/- 0.00075 in.
(1.70 mm +/- 0.019 mm)

4-ply: Nominal 0.077 in. +/- 0.00075 in.
(1.96 mm +/- 0.019 mm)

Within a typical 40" blanket, gauge variation is +/- 0.0005 in. (+/- 0.013 mm)


