
• Accepts both UV and conventional 
inks and washes 

• Fast release and uniform gauge

• Wider packing latitude

Performance Surface
Substantially Reduces
Degradation And Swelling

MacDermid XTUV is a 78 Shore A blanket whose buffed
rubber surface is resistant to UV and conventional inks
and washes, providing printers with an exceptionally
durable and more efficient blanket.

Our XTUV blankets are built on a compressible,
pre-stretched fabric over foam carcass that also 
eliminates gauge loss and provides a wider packing 
latitude and operating window. With MacDermid XTUV,
you can use a wide variety of paper stock in your
sheetfed, small web and form presses, proving it is one 
of the most versatile choices available to you today.

For printing blankets that offer minimal degradation and
swelling, count on the company that says “Yes We Can.”
MacDermid.
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For more information, please contact us at:

5210 Phillip Lee Drive, Atlanta, GA 30336 
Phone: 800.348.7201 or 404.696.4565 

www.macdermid.com/printing

© 2005 MacDermid, Inc. All rights reserved.

It takes more than innovative, high performance products 
and superior technical service to help our customers 
compete and win in today's global marketplace. It takes 
a total commitment to understanding their needs 
and the ability to provide the right solutions—every time.

When success is your only goal, trust the company that says 
“Yes We Can.”

SM

Technical Specifications

General

Applications: Sheetfed, small web, forms

Ink: Conventional and UV

Color: Dark Green

Blanket construction: Compressible fabric 
over foam

Surface: Buffed

Hardness: 78 Shore A

Gauge Specifications

3-ply: 0.067 in. +/- 0.00075 in.
(1.70 mm +/- 0.019 mm)

4-ply: 0.077 in. +/- 0.00075 in.
(1.96 mm +/- 0.019 mm)

Within a typical 40" blanket, gauge variation is +/- 0.0005 in. (+/- 0.013 mm)


