
A New Blanket
Specifically Designed
for the Sheet Fed
and Slow Web

Markets

Vulcan¨ 101



Features Benefits
Proven Vulcan Printing Face Prints high-density solids.

Newly Engineered Buffed Face Finish Promotes excellent release. Ideal texture for          
printing dense solids. Ensures true dot              
reproduction.

Innovative Construction Ensures on-press stability. Offers improved smash 
resistance. Resists ÒsinkingÓ and stretch. 
Compatible with a wide range of paper stocks and
sheet widths.
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Buffed Face

Low-Compression-Set
Adhesive

Fabric Ply

Closed-Cell Compressible
Layer

Special Fabric

White Adhesive Compound

Water/Solvent-Proof Fabric

Manufactured under one or more of the following 
patents: 5,364,683; 5,334,418; 5,486,402; 5,487,339.

Return to the Basics

Technical Specifications
Description: Compressible blanket
designed for high performance on sheet
fed and slow speed web presses.
Features buffed, super-release face
surface.

Face: Steel Gray

Surface: Buffed

Available Thicknesses:
3 Ply Ñ .067" + .001"                        
4 Ply Ñ .077" + .001"

Availability: Cut pieces only, ships within 5-7
days from receipt of order.

Face Compound: Solvent-resistant rubber
blend

Fabric Backing: Water and solvent proof

Micro Hardness: 70û (typical)


