
The Premium
Compressible Blanket
For Metal Decorating

And Packaging 
Using Conventional Inks.

Vulcan 914
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Construction Features Benefits
Specially Blended Top Compound Extra tough to resist cutting. Easy wash up.

Low-Compression-Set, Gauge-Retentive, Ply-Up Bonds fabric layers to each other permanently.
Rubber

Combination of Low-Compression-Set Compounds, Reduces gauge loss and blanket stretch. Resists
New Fabrics, and Fine Face Finish smashes, plus creates a firmer blanket for better

dot reproduction.

Buffed Face Compound Facilitates sheet release.

Performance Features Benefits
Greater Resistance Against Swelling and Embossing Promotes longer blanket life and less downtime.

Maintains Required Print Height Allows better print quality.

Better Smash Resistance Assures longer blanket life.

Technical Specifications
Description: Compressible blanket 
designed specifically for the metal 
decorating and packaging markets.

Face: Teal

Surface: Buffed

Available Thicknesses:
3 Ply Ñ .067" ± .001"
4 Ply Ñ .077" ± .001"

Face Compound: Specially blended 
rubber compound

Micro Hardness: 70û (typical)

Printing Products Group, USA
P.O. Box 1531
Spartanburg, S.C. 29304
1-800-344-0714
Fax: 864-595-2270
www.reevesbrothers.com

ª

Specially Blended Face
Compound

Adhesive Compound

Fabric Ply

Low-Compression-Set
Adhesive

Closed-Cell Compressible
Layer

Densely Woven Fabric

White Adhesive Compound

Manufactured under one or more of the following
patents: 5,364,683; 5,334,418; 5,486,402; 5,487,339.

Engineered. Not Just Manufactured.


