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TechnicalSpecifications

Description: Unique sheetfed blanket 
engineered specifically for use with varying
substrates and hybrid inks.

Face: Blue

Surface: Micro-buffed

Available Thickness: 3 Ply„.067" ± .001" 
4 Ply„.077" ± .001"

Compressible Layer: Closed cell

Face Compound: Solvent-resistant rubber
blend

Fabric Backing: Water and solvent proof

Micro Hardness: 70° (typical)

Maximum Linear Expansion: 1%

Manufactured under one or more of the following patents: 5,364,683; 5,334,418; 5,486,402; 5,487,339.

Performance Features Benefits
Greater Resistance to Provides the flexibility needed to print on different 
Swelling and Embossing substrates with conventional and UV inks.

Maintains Required Print Height Assures highest quality printing with excellent dot 
reproduction.

Rubber Top Layer Allows quick paper release and easy wash-up.

Satisfy your appetite. 
Place your order for the new Vulcan Combo now.

COMBO

If you want excellent printability using a variety of substrates and different inks, the new
Vulcan® Combo sheetfed blanket will surely satisfy your appetite for value. Its versatile blanket
composition gives you the flexibility you need to print on paper, polyester foils, carton, or metal
sheets with hybrid, conventional, and/or UV inks.


