
The Compressible 
Blanket ThatÕs Always 

In Good Form.

Vulcan¨ RF 901
ª

Sticky Back



Construction Features Benefits
Pressure-Sensitive Adhesive Backing Adheres to metal press cylinder.

Unique Compressible Layer Offers wider latitude for different paper thicknesses.
Reduces ÒbulgeÓ or blanket displacement near the 
nip for truer reproduction.

Performance Features Benefits
Superior Compressibility Reduces slippage. Allows for paper thickness

variation.

Low Stretch Results in high stability on the press, less downtime,
and consistent print quality.

Easy Mounting/Easy Removal Results in shorter make-ready times and less 
downtime.

Technical Specifications
Description: Compressible blanket 
specifically designed for business forms, 
web printing, and coating.

Face: Slate gray

Surface: Cast

Available Thicknesses:
2 Ply Ñ .0355" ± .001"
2 Ply Ñ .0375" ± .001"
2 Ply Ñ .041" ± .001"

Face Compound: Solvent-resistant 
rubber blend

Fabric Backing: Adhesive

Micro Hardness: 70û (typical)
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Engineered. Not Just Manufactured.

Printing Blankets Group, USA
P.O. Box 1531
Spartanburg, S.C. 29304
1-800-344-0714
Fax: 864-595-2270
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